HEROS

INCINERATOR BOTTOM ASH
IBC BUILDING MATERIAL
Incinerator bottom ash consists of non-combustible materials and
is the residual product that remains when waste is burnt in a Waste
Energy Plant. The so-called coarse incinerator bottom ash is a stony
material, which consists of melted, clumped incineration products,
sand, stone, glass, porcelain and metals, mixed with the residual ashes
of burnt products.
Processing incinerator bottom ash is one of the main activities of Heros
Sluiskil BV. Some 600,000 tons of coarse incinerator bottom ash is
reprocessed into secondary building materials annually.

All bottom ash from waste incinerators supplied by Heros has the
KOMO certificate and CE marking. According to the European
Waste List (EWL), incinerator bottom ash is a waste product from a
complementary category and is therefore not harmful. Code 19.01.12.

Technical data
Density:

bulk approx. 1550 kg/m3,
compacted approx. 1850 kg/m3

Granule distribution:

sieve C 22.4 - 0/10% 		cumulative;

The coarse IBA is processed in a special (reprocessing) unit, where
iron (ferrous) and other metals such as aluminium, copper and zinc
(non-ferrous) are separated and all material particles larger than 40
millimetres are crushed in a breaking unit. Any residual combustible
material is removed. At the end of the process, the coarse IBA has been
processed into certified incinerator bottom ash aggregate: a black,
sandy material.
Unlike sand, IBA aggregate is a secondary rather than a primary raw
material. Its usage is therefore more sustainable and environmentally
friendly, as its application reduces the use of sand and gravel.
IBA aggregate is used mainly as a sand substitute in large-scale
additions to and elevations in road building and in support layers in
landfill sites.

sieve C 4 - 30/ 70% 		cumulative;
< 63 µm - 90/ 100% 		cumulative
Loss on ignition:

average: 3%

Metallic iron content:

average: 0.1%

Magnetic slag content

4 - 8%

Max proctor density:

13 - 24% (m/m)

Granule shape:

mostly angular

Crush factor:

0.62 - 0.76

Elasticity modulus:

100 - 250 N/mm2 (unbound)

Moisture content:

13 - 24%

CBR value:

30 - 40%

Hydraulicity:

weak hydraulic

Contact

Frost resistance:

good

For further information, questions or advice contact:

On the basis of BRL 2307 Heros incinerator bottom ash has received
the KOMO product certificate from INTRON certificatie B.V.

Heros Sluiskil B.V.
Oostkade 5 – 4541 HH Sluiskil
PO Box 1 – 4540 AA Sluiskil
Port number 1225

Heros IBA is CE-marked according
to NEN-EN 13242

E: info@heros.nl
T: +31(0) 115 – 471 258
I: www.heros.nl
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All processes at Heros have been
ISO 9001 and ISO 14001 certified by Kiwa

